
BFD Pilot 동결 건조기

제어 시스템 _
● 일체형 건조 쳄버 (-40℃ 사전 동결, 선반 가열, 진공 건조)
● 건조 프로그램을 수동 혹은 자동으로 선택 가능.
● 각 세그먼트에 대해 제어 가능한 진공도.
● Programmable logic controller(PLC) 시스템.
● Slope temperature raise or reduce.
● 터치 스크린 디스플레이, 건조 조건 설정 및 저장.
● 건조 조건의 실행 시간, 건조 곡선, 진공도, 선반 온도, 콘덴서 온도, 모든 부품 
   작동 상태 등  실시간 디스플레이.
● 건조 조건 (건조실 진공 데이터, 각 온도 센서 데이터 등)을 USB로 내보낼 수 
   있습니다.

냉동 시스템 _
● 더블 압축기 시스템 (CFC free).
● Compressor delay start.
● 수증기 방지 백 디자인.
● -55 ℃ 콘덴서 온도.

안전도 _
● 건조 챔버는 AISI304 사용.
● 건조 챔버의 문은 의료용 Arylic 사용.
● 모든 재료는 식품 등급의 접촉 제품을 가능하게 합니다.

옵션 기능 및 부품 _
● -55 ℃, -85 ℃, -135 ℃ 콘덴서.
● 스토퍼링 시스템,  플라스크 시스템.
● LYO-CONTROL 시스템.
● SSL316L 건조 하우스.
● 공융점 검출 장치.
● 건조 시점 판정.
● 진공도 조절 가능.
● 진공 펌프 오일 안티 백 필터 시스템.
● 데이터 레코더.
● 건조 쳄버 코팅.

BFD-30P / BFD-50P

BFD-100P / BFD-200P

BFD-30P BFD-50P BFD-100P BFD-200P

Available freeze drying area About 0.4㎡ About 0.7㎡ About 1.04㎡ About 2.25㎡

Shelves

Quantity 4 layers 4+1 layers 6+1 layers 5+1 layers

Size 300mm × 330mm 360mm × 480mm 360mm × 480mm 500mm × 900mm

Temperature -55℃ to +70℃ (±1℃)

Material
tray

Each shelf material tray 
quantity

1pcs 1pcs 1pcs 2pcs

Material trays total 
quantity

4pcs 4pcs 6pcs 10pcs

Material trays size

300mm × 330mm 360mm × 480mm 500mm × 900mm

Size can be customized.

Freeze drying capacity
Ice capacity

4kg ~ 8kg / 24hrs 5kg ~ 10kg / 24hrs Max 15kg / 24hrs Max 35kg / 24hrs

Condenser Temperature -75℃

Machine vacuum degree ≤ 5.0 Pa

Power install 4.5kw/h 4.5kw/h 6.5kw/h 10.5kw/h

Install size L:920×W:780×H:1350mm L:1000×W:785×H:1420mm L:1200×W:830×H:1600mm L:1200×W:2100×H:1700mm

Voltage 220V/60Hz/1P 380V/60Hz/3P

Operate weight About 400 kgs About 350 kgs About 600 kgs About 1500 kgs

Cooling way Air cooling * Water cooling

Working noise ＜75db

Machine design standard GMP, HACCP, GB

Main material AISI304 or AISI316

Controller system

* Automatic control (PLC system built in)+ manual control
* Touch screen + freezing drying data storage

* PID control, can 32groups
 * 36segment, different working period with different temperature.

BFD-30P-TP BFD-50P-TP BFD-100P-TP BFD-200P-TP

Available freeze drying area About 0.3㎡ About 0.5㎡ About 1.15㎡ About 2.25㎡

Shelves

Quantity 3 layers 3+1 layers 4+1 layers 5+1 layers

Size 300mm × 340mm 410mm × 410mm 480mm × 600mm 500mm × 900mm

Temperature -50℃ to +70℃ (±1℃)

Material

tray

Each shelf material tray 

quantity
1pcs 1pcs 1pcs 2pcs

Material trays total 

quantity
3pcs 3pcs 4pcs 10pcs

Material trays size 300mm × 340mm 410mm × 410mm 480mm × 600mm 500mm × 450mm

Freeze drying capacity

Ice capacity
＞ 3kg / 24hrs ＞ 5kg / 24hrs ＞ 10kg / 24hrs ＞ 20kg / 24hrs

Vials 

capacity

￠16 vials quantity ≥1200 Vials ≥2058 Vials ≥4788 Vials ≥6800 Vials

￠22 vials quantity ≥654 Vials ≥1050 Vials ≥2460 Vials ≥3600 Vials

Condenser Temperature -75℃

Machine vacuum degree ≤ 5.0 Pa

Power install 5.5kw/h 6.5kw/h 7.5kw/h 13.5kw/h

Install size L:1260×W:850×H:1420mm L:1490×W:850×H:1620mm L:1640×W:1100×H:1630mm L:1200×W:2100×H:1700mm

Voltage 220V/60Hz/1P 380V/60Hz/3P

Operate weight About 400 kgs About 600 kgs About 700 kgs About 1200 kgs

Cooling way Air cooling * Water cooling

Working noise ＜70db

Machine design standard HACCP, GB

Main material AISI304 or AISI316

Controller system
Automatic control (PLC system built in)+ manual control

Touch screen

( * 수냉식 냉각기 별도 구매 )


